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FEATURES 


Your Optimus 125 x 4 High Power 4- 
Channel Trunk Mount Amplifier is de- 
signed to produce a total of 500 watts 
to give added punch and power to your 
vehicle’s existing autosound system. 

The amplifier produces up to 1 25 watts 
per channel (for 4 channels) of clean, 
powerful sound at all audio frequen- 
cies with minimum distortion. You can 
adjust the amplifier’s crossover fre- 
quency so you can emphasize bass 
sounds without decreasing power or 
other sounds. You can connect your 
autosound system’s low level or 
speaker level outputs to the amplifier. 

This amplifier’s features include: 

14K Gold Plated Noise-Isolated Low 
Level Input Jacks — let you connect 
low level (preamplifier) signal inputs 
to match your autosound system’s 
output for the best high-fidelity perfor- 
mance. 

14K Gold Plated Speaker Terminals 

— designed for low impedance, high 
conductivity, and minimum corrosion, 
to provide the highest signal transfer 
and lowest sound distortion. 

Input Level Controls — let you adjust 
the level of the audio signals that enter 
the amplifier. 

Automatic Power Switching — auto- 
matically turns the amplifier on or off 


when you turn your autosound system 
on or off. 

Bridging Capability — lets you com- 
bine the amplifier’s four 1 25-watt chan- 
nels so you can use the system with 
two channels that produce 250 watts 
from each channel. 

Crossover Frequency Circuit — lets 
you adjust the crossover frequency 
from 45-400 Hz. This lets you set up 
the amplifier so you can connect one 
or two subwoofers. 

Automatic Thermal Protection Sys- 
tem (ATPS) — automatically lowers 
the amplifier’s output power when the 
amplifier’s internal temperature reach- 
es 202xF (94xC), then increases the 
output power when the amplifier cools 
down. 

Mute Turn On Circuit — eliminates 
the thump you hear when you turn on 
some amplifiers. 

Power Indicator — lights when power 
is supplied to the amplifier. 

Full MOSFET Power Supply — pro- 
duces power to operate the amplifier 
and enough reserve power for peak 
“high demand” situations. 

Short Circuit Protection — distorts 
the amplifier’s sound if any output 
channel shorts, alerting you to turn off 
the amplifier. 


© 1996 Tandy Corporation. 

All Rights Reserved. 

Optimus is a registered trademark used by Tandy Corporation. 
RadioShack is a trademark used by Tandy Corporation. 
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PREPARATION 

SUPPLIED HARDWARE 

Your amplifier comes with the following items. Be sure you locate these items before 
you store the packing materials. 


(illustration - show all amplifier parts and hardware) 


BEFORE YOU BEGIN THE INSTALLATION 

Before you install your amplifier, read all the instructions in this owner's manual. You 
should be able to answer all of these questions about your amplifier and your vehi- 
cle’s electrical and autosound systems. 

• Does my vehicle have an autosound system, such as a car stereo or CD 
player, already installed? (You must have an existing autosound system to use 
this amplifier.) 

• How do I connect a wire to the fuse box? 

• Which of the amplifier's wires is the power wire? 

• Which of the amplifier terminals are low level inputs, which are speaker level 
inputs, and which are speaker outputs? 

Also, be aware that installation in your vehicle might require cutting or modifying 
your vehicle. 

Important: Your amplifier requires 70 amps of power or more from your vehicle’s 
battery during operation. To protect your battery from discharging, do not operate 
the amplifier unless your vehicle is running. 
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Choosing a Mounting 
Location 

The ideal location for mounting the am- 
plifier is in your vehicle’s trunk. Wher- 
ever you decide to mount it, choose a 
mounting location that: 

• Does not interfere with the vehi- 
cle’s operation 

• Lets you drill mounting holes with- 
out damaging other vehicle com- 
ponents 

• Allows enough space around the 
cooling fins for proper airflow and 
cooling 

Warning: The amplifier gets very hot 
while it is on. Do not touch the amplifier 
or place flammable objects near it 
while it is on. 

Preparing the Mounting Area 

Before you mount the amplifier, make 
sure you have all the materials you 
need, such as an adapter harness, 
additional wire, twist-on terminal con- 
nectors, shielded audio cables, and 
16- or 18-gauge marked or color-cod- 
ed wires (see “Preparing the Speaker 
Wires” on Page 18). 

Then confirm that the amplifier fits your 
vehicle’s mounting area. 

Note: This amplifier requires a 2%- 
inch (6.7 cm) high by 24-inch (61 cm) 
wide by 12-inch (30.5 cm) deep 
mounting area. 


Routing Cables and Wires 

Avoid routing the connection cables 
and any speaker wires near moving 
parts or sharp edges. You can usually 
route wires and cables along the wiring 
channel beneath the vehicle’s door fac- 
ings by carefully removing the molding 
that holds the carpet in place. After you 
route the connection cables and speak- 
er wires, replace the molding. 

INSTALLATION ORDER 

Install the amplifier by connecting it to 
ground and power, your autosound 
system’s outputs, and your speakers. 
You can also connect one or two sub- 
woofers to the amplifier, either in com- 
bination with your speakers or by 
themselves. Then test the connec- 
tions, disconnect the amplifier, mount it 
in your vehicle, and reconnect it. 

Caution: If you do not make the con- 
nections in the order shown, damage 
to the amplifier and your autosound 
system is possible if any wire connec- 
tions are made incorrectly. 

Note: For easier installation, be sure 
to mark each wire you plan to install 
with the name of the terminal you will 
connect it to. 
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BEFORE YOU MAKE THE 
CONNECTIONS 

The supplied connection cables in- 
clude all the lead wires you need to 
connect the amplifier to your existing 
autosound system, ground, and pow- 
er. 

Important: Do not cut these wires. If 
you cut any wire, you cannot obtain a 
refund or exchange on this product. 
RadioShack will provide warranty ser- 
vice if you cut a wire and find the prod- 
uct is defective. 

If the connectors on your vehicle’s au- 
tosound system are not compatible 
with the amplifier's connectors, you 
might need an adapter harness to 
complete the connections. Ra- 
dioShack stores sell adapter harness- 
es for most vehicles. 

You might need additional wire, de- 
pending on your individual autosound 
system, to complete the connections. 
Your local RadioShack store carries a 
full line of wire and wire management 
accessories. 

Cautions: 

• For added safety and to protect 
your amplifier and autosound sys- 
tem, disconnect the cable from 
your vehicle battery’s negative (-) 
terminal before you begin. 


(illustration) 


• Be sure your speakers can handle 
as much as 500 watts of power 
(250 watts per channel if you con- 
nect the amplifier to one pair of 
speakers, or 125 watts per chan- 
nel if you connect the amplifier to 
two pairs of speakers). Each 
speaker must have an impedance 
of at least 4 ohms. Your local 
RadioShack store carries a full 
line of speakers. 
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CONNECTING GROUND 
AND SWITCHED/ 
PRIMARY POWER 

Follow these steps to connect the am- 
plifier to ground, switched power, and 
primary power. 

1 . Disconnect the cable from your 
vehicle battery’s negative (-) ter- 
minal. 


3. Connect the black ground wire’s 
other end to a chassis ground, 
such as a metal bolt attached to a 
metal part of the vehicle’s frame. 
Be sure the bolt Is not Insulated 
from the chassis by a plastic part. 

4. Connect the supplied dark blue/ 
white wire’s spade connector end 
to the amplifier’s REM (remote 
power) terminal. 


(illustration) 


(illustration) 


5. Connect the dark blue/white 

2. Connect the supplied black to your auto- 
ground wire’s eyelet/spade con- systems switched power 

nector end to both of the ampll- using a twist-on terminal 

tier’s GND (ground) terminals. connector (such as Cat. No. 64- 

3057, not supplied). 


(illustration) 

(illustration) 
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This connection turns on the 
ampiifier when you turn on the 
autosound system, and turns off 
the ampiifier when you turn off the 
autosound system. This prevents 
your vehicie’s battery from being 
drained if you ieave your auto- 
sound system on when you turn 
off the ignition. 

if your autosound system does 
not have a switched power iead, 
connect the dark biue/white wire’s 
other end to a point in your vehi- 
cie’s fuse biock that has power 
oniy when you turn on the ignition 
or turn the key to ACC. 

This connection turns on the 
ampiifier when you turn on the 
ignition or turn the key to ACC, 
and turns off the ampiifier when 
you turn off the ignition. This pre- 
vents your vehicie’s battery from 
being drained if you ieave your 
autosound system on when you 
turn off the ignition. 

6. Connect the suppiied red power 
cabie’s eyeiet/spade connector 
end to both of the ampiifier's +12V 
terminais. 


7. Connect the other end of the red 
power cabie (with in-iine fuse 
hoider) to your vehicie’s battery’s 
positive (+) battery cabie terminai 
boit. Then tighten the boit. 


(illustration) 


Caution: Due to the ampiifier’s 
high current requirement, you 
must connect the red power 
cabie’s fused end directiy to the 
vehicie’s positive (+) battery cabie 
terminai boit or damage to your 
vehicie's wiring couid resuit. 

To make it easier to connect the ampii- 
fier, temporariiy piace the ampiifier as 
ciose as possibie to the seiected 
mounting iocation. 

Do not reconnect your vehicie bat- 
tery’s negative (-) cabie yet. 



(illustration) 
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CONNECTING INPUTS 


LOW LEVEL INPUTS 

If your autosound system has low level phono output jacks, use this chart to find the 
page number in this manuai that has the appropriate instructions for connecting your 
ampiifier’s iow ievei phono input jacks to your autosound system. 


Phono 

Output 

Jacks 

Speakers 

Go to Page 

4 

4 

11 

4 

2 

12 

2 

4 

13 

2 

2 

14 


If your autosound system does not have low level phono output jacks, follow the in- 
formation in “High Level (Speaker Wire) Inputs” on Page 1 5 to connect your ampli- 
fier. 

Notes: 

• For the best results, use shielded audio cables such as Cat. No. 42-2368 (not 
supplied). 

• If your autosound system has two speakers, you must select only one terminal 
pair (either CHI and CH2 or CH3 and CH4) to use when connecting input 
sources. For example, if you select CHI and CH2 as the terminal pair, do not 
connect any wires to CHS and CH4. 
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Four Phono Output Jacks/Four Speakers 


(illustration) 


1 . Connect the system’s front left phono output plug to the amplifier’s CHI jack. 

2. Connect the system’s front right phono output plug to the amplifier’s CH2 jack 

3. Connect the system’s rear left phono output plug to the amplifier’s CHS jack. 

4. Connect the system’s rear right phono output plug to the amplifier’s CH4 jack. 
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Four Phono Output Jacks/Two Speakers 


(illustration) 


Connect the system’s front left phono output plug to the amplifier’s CHI jack. Then 
connect the system’s front right phono output plug to the amplifier’s CH2 jack. 

Or, connect the system’s rear left phono output plug to the amplifier’s CH3 jack. Then 
connect the system’s rear right phono output plug to the amplifier’s CH4 jack. 



12 
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Two Phono Output Jacks/Four Speakers 


(illustration) 




Note: For the best results, use two shielded phono plugs-to-phono jack Y-adapter 
audio cables such as Cat. No. 42-2435 (not supplied). 

1. Connect one of the cable’s Y-plug ends to the amplifier’s CHI jack. Then con- 
nect the other Y-plug end to the amplifier’s CHS jack. 

2. Connect the other end of the cable to the system’s left phono output plug. 

3. Connect one of the cable’s Y-plug ends to the amplifier’s CH2 jack. Then con- 
nect the other Y-plug end to the amplifier’s CH4 jack. 

4. Connect the other end of the cable to the system’s right phono output plug. 



13 
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Two Phono Output Jacks/Two Speakers 


(illustration) 


Connect the system’s left phono output plug to the amplifier's CHI jack. Then con- 
nect the system’s right phono output plug to the amplifier’s CH2 jack. 

Or, connect the system’s left phono output plug to the amplifier’s CH3 jack. Then 
connect the system’s right phono output plug to the amplifier’s CH4 jack. 



14 
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HIGH LEVEL (SPEAKER WIRE) INPUTS 

If your autosound system does not have low level phono output jacks but has only 
speaker outputs, choose the section which has the appropriate instructions to con- 
nect your autosound system’s speaker outputs to the amplifier. 

• If your autosound system has four speaker outputs, see “Four Speaker Out- 
puts” on Page 16 to connect your system’s speaker outputs to the amplifier 
using either a floating or common ground connection. 

• If your autosound system has two speaker outputs, see “Two Speaker Outputs” 
on Page 17 to connect your system’s speaker outputs to the amplifier using 
either a floating or common ground connection. 

Use the supplied wire harnesses (labeled CH1/CH2 and CH3/CH4) to make this con- 
nection. 

Note: A floating ground connection lets the amplifier provide more power to each 
speaker, but requires that you connect a separate wire to each speaker terminal. A 
common ground connection lets you use fewer wires to connect the speakers to the 
amplifier, but reduces the amount of power supplied to the speakers from the ampli- 
fier. 



15 
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Four Speaker Outputs 

Floating Ground Connection 


(illustration - show connections made with CH1/CH2 and CH3/CH4 
wire harnesses between autosound system’s speaker outputs 
and amp’s HIGH INPUT CH1/CH2 and HIGH INPUT CH3/CH4 jacks) 



Common Ground Connection 



(illustration - show connections made with CH1/CH2 and CH3/CH4 
wire harnesses between autosound system’s speaker outputs 
and amp’s HIGH INPUT CH1/CH2 and HIGH INPUT CH3/CH4 jacks) 



16 
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Two Speaker Outputs 

Floating Ground Connection 


(illustration - show connections made with CH1/CH2 and CH3/CH4 
wire harnesses between autosound system’s speaker outputs 
and amp’s HIGH INPUT CH1/CH2 and HIGH INPUT CH3/CH4 jacks) 


Common Ground Connection 


(illustration - show connections made with CH1/CH2 and CH3/CH4 
wire harnesses between autosound system’s speaker outputs 
and amp’s HIGH INPUT CH1/CH2 and HIGH INPUT CH3/CH4 jacks) 
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CONNECTING SPEAKERS 


PREPARING THE 
SPEAKER WIRES 

Caution: You must connect a sepa- 
rate wire to each speaker terminal as 
described in the following procedures. 
Do not use a common wire or chassis 
ground for any speaker connection. 

Notes: 

• We recommend you use 16- or 
18-gauge marked or color-coded 
wires to help you correctly con- 
nect the speakers to your ampli- 
fier. 

• Color-coded wires have a stripe 
running down one of the conduc- 
tors or different colored insulation 
for each conductor. Your local 
RadioShack store has a wide 
selection of speaker wire to 
choose from. 

• For the maximum bass response 
and the best overall performance, 
keep your speakers properly 
phased (connect + to -i- and - to -). 

1. With the speakers placed in their 
approximate locations, run one 
speaker wire from each speaker 
to the amplifier. 

2. Separate each speaker wire’s two 
conductors at both ends for a 
length of about 4 inches. 

3. Strip the insulation from the ends 
of each conductor to expose Va 
inch of wire. (Be sure to twist the 
ends to secure loose strands.) 


(illustration) 


MAKING THE 
CONNECTIONS 

Depending on the number and type of 
speakers and subwoofers you want to 
connect to the amplifier, use this chart 
to find the page number in this manual 
that has the appropriate instructions 
for connecting your speakers and sub- 
woofers to the amplifier. 


Speak 

-ers 

Sub- 

woofers 

Bridged 

? 

Go 

to 

Page 

4 

None 

No 

19 

2 

None 

No 

20 

2 

None 

Yes 

21 

2 

1 

No 

23 

2 

1 

Yes 

24 

None 

2 

Yes 

25 
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Four Speakers (Unbridged Connection) 


(illustration - show connections made between speaker wires 
and amplifier’s BRIDGED CH +/- terminals) 



Note: Although the amplifier’s speaker terminals are labeled as bridged terminals, 
you still use them for this unbridged connection. 

Follow these steps if your autosound system has four speakers and you are not 
connecting a subwoofer. 

1. Connect one end of a speaker wire’s marked conductor to the amplifier’s 

BRIDGED + CHI terminal. 

2. Connect the other end of the wire to the left front speaker’s positive (+) termi- 
nal. 

3. Connect one end of the speaker wire’s unmarked conductor to the amplifier’s 

BRIDGED CH1 - terminal. 

4. Connect the other end of the wire to the left front speaker’s negative (-) termi- 
nal. 

5. Repeat Steps 1-4 to connect speaker wires between the amplifier’s BRIDGED 
CH2 + and - terminals and the right front speaker’s -r and - terminals, the ampli- 
fier’s BRIDGED CH3 + and - terminals and the left rear speaker’s -r and - termi- 
nals, and the amplifier’s BRIDGED CH4 + and - terminals and the right rear 
speaker’s -i- and - terminals. 

6. Set CH1/CH2 ST/BRG and CH3/CH4 ST/BRG to ST. 



19 
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Two Speakers (Unbridged Connection) 


(illustration - show connections made between speaker wires 
and amplifier’s BRIDGED CH +/- terminals) 


If you are connecting two speakers and you are not connecting a subwoofer, you 
can connect the speakers to the ampiifier’s front (BRIDGED CHI and BRIDGED CH2) 
or rear (BRIDGED CHS and BRIDGED CH4) speaker terminais. 

Notes: 

• Aithough the ampiifier’s speaker terminais are iabeied as bridged terminais, 
you stiii use them for this unbridged connection. 

• This connection produces 125 watts per channei. Use this connection if you do 
not have high power speakers. 

• You must seiect one terminai pair (either BRIDGED CHI and BRIDGED CH2 or 
BRIDGED CHS and BRIDGED CH4) when connecting speakers. For exampie, if 
you connect one speaker to BRIDGED CHI, you must connect the other 
speaker to BRIDGED CH2. 



20 
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1 . Connect one end of a speaker wire’s marked conductor to the amplifier’s 

BRIDGED + CHI or BRIDGED + CH3 terminal. 

2. Connect the other end of the wire to the left speaker’s positive (+) terminal. 

3. Connect one end of the speaker wire’s unmarked conductor to the amplifier’s 

BRIDGED CH1 - or BRIDGED - CH3 terminal. 

4. Connect the other end of the wire to the left speaker’s negative (-) terminal. 

5. Repeat Steps 1-4 to connect speaker wires between the amplifier’s BRIDGED 
CH2 or BRIDGED CH4 terminals and the right speaker’s terminals. 

6. Set CH1/CH2 ST/BRG and CH3/CH4 ST/BRG to ST. 

Two Speakers (Bridged Connection) 


(illustration - show connections made between speaker wires 
and amplifier’s BRIDGED CH +/- terminals) 


If you are connecting two speakers and you are not connecting a subwoofer, you 
can bridge (add) the power output of the amplifier’s channels to produce the com- 
bined power of both (front and rear) from the two speakers. 




Caution: This connection produces 250 watts per channei. Use this connection oniy 
if you have high quaiity speakers capabie of handiing a power output of 250 watts. 


1. Connect one end of a speaker wire’s marked conductor to the ampiifier’s 

BRIDGED + CH1 terminai. 

2. Connect the other end of the wire to the ieft speaker’s positive (+) terminai. 

3. Connect one end of the speaker wire’s unmarked conductor to the ampiifier’s 

BRIDGED CH2 + terminai. 

4. Connect the other end of the wire to the ieft speaker’s negative (-) terminai. 

5. Connect one end of a speaker wire’s marked conductor to the ampiifier’s 

BRIDGED + CHS terminai. 

6. Connect the other end of the wire to the right speaker’s positive (+) terminai. 

7. Connect one end of the speaker wire’s unmarked conductor to the ampiifier’s 

BRIDGED CH4 + terminai. 

8. Connect the other end of the wire to the right speaker’s negative (-) terminai. 

9. Set CH1/CH2 ST/BRG and CH3/CH4 ST/BRG to BRG. 


22 
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Two Unbridged Speakers and One Unbridged Subwoofer 


(illustration - show connections made between speaker and 
subwoofer’s wires and amplifier’s BRIDGED CH +/- terminals) 


If you are connecting two speakers and a subwoofer, you can connect the speakers 
to the amplifier’s front (CHI and CH2) or rear (CH3 and CH4) speaker terminals. Then 
you must connect the subwoofer to one of the remaining BRIDGED speaker termi- 
nals. 

1. Connect the two speakers to the amplifier’s BRIDGED CHI and BRIDGED CH2 
terminals (front speakers) or to the BRIDGED CH3 and BRIDGED CH4 terminals 
(rear speakers). 

2. If you used the front speaker connections in Step 1 , connect the subwoofer to 
the amplifier’s BRIDGED CH3 or BRIDGED CH4 + and - terminals. Or, if you used 
the rear speaker connections in Step 1, connect the subwoofer to the ampli- 
fier’s BRIDGED CHI or BRIDGED CH2 + and - terminals. 

3. Set X-OVER FREQ OFF/ON to ON. 

4. Set CH1/CH2 ST/BRG and CH3/CH4 ST/BRG to ST. 


(illustration) 
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Two Unbridged Speakers and One Bridged Subwoofer 


(illustration - show connections made between speaker and 
subwoofer’s wires and amplifier’s BRIDGED CH +/- terminals) 


If you are connecting two speakers and a subwoofer, you can bridge (add) the power 
output of the ampiifier’s other two channeis to produce the combined power of both 
from the subwoofer. 

1. Connect the two speakers to the ampiifier's BRIDGED CHI and BRIDGED CH2 
terminals (front speakers) or to the BRIDGED CH3 and BRIDGED CH4 terminals 
(rear speakers). 

2. If you used the front speaker connections in Step 1, connect the subwoofer to 
the amplifier's BRIDGED CH3 and BRIDGED CH4 terminals. Or, if you used the 
rear speaker connections in Step 1, connect the subwoofer to the amplifier’s 

BRIDGED CHI and BRIDGED CH2 terminals. 

3. Set X-OVER FREQ OFF/ON to ON. 

4. If you connected the subwoofer to the BRIDGED CH3 and BRIDGED CH4 termi- 
nals in Step 2, set CH1/CH2 ST/BRG to ST and CH3/CH4 ST/BRG to BRG. 

If you connected the subwoofer to the BRIDGED CHI and BRIDGED CH2 termi- 
nals in Step 2, set CH1/CH2 ST/BRG to BRG and CH3/CH4 ST/BRG to ST. 


(illustration) 
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Two Bridged Subwoofers 


(illustration) 


If you are connecting two subwoofers, you can bridge (add) the power output of aii 
of the ampiifier’s channeis to send aii of the ampiifier's power through both subwoof- 
ers. 

1. Connect one end of a speaker wire’s marked conductor to the ampiifier’s 
BRIDGED + CHI terminai, then connect the wire’s other end to the positive (+) 
terminai of one of the subwoofers. 

2. Connect one end of the speaker wire’s unmarked conductor to the ampiifier’s 
BRIDGED CH2 + terminal, then connect the wire’s other end to the same sub- 
woofer’s negative (-) terminal. 

3. Repeat Steps 1-2 to connect speaker wires from the amplifier’s BRIDGED + 
CH3 and BRIDGED CH4 + terminals to the other subwoofer. 

4. Set X-OVER FREQ OFF/ON to ON. 

5. Set CH1/CH2 ST/BRG and CH3/CH4 ST/BRG to BRG. 


(illustration) 
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COMPLETING THE INSTALLATION 


TESTING THE 
CONNECTIONS 

Before you mount the amplifier, make 
sure you have securely made all con- 
nections before continuing with the in- 
stallation. Then reconnect the cable to 
the vehicle battery’s negative terminal. 


(illustration) 


Turn on your vehicle’s ignition and au- 
tosound system and confirm that the 
amplifier and autosound system turn 
on properly and that the speaker’s 
sound is not muffled. The amplifier 
turns on after a few seconds. 

If you cannot quickly confirm if the au- 
tosound system and amplifier are 
working properly, turn off your vehi- 
cle’s ignition and disconnect the ca- 
ble from your vehicle battery’s 
negative (-) terminal. Then recheck 
your connections. 

After you test the autosound system 
and amplifier and verify that everything 
is properly connected and working, fol- 
low the instructions in “Mounting the 
Amplifier.” 


MOUNTING THE 
AMPLIFIER 

Be sure you verify that the amplifier is 
connected properly (see “Testing the 
Connections”). Then follow these 
steps to mount the amplifier. 

1. Disconnect the cable from the 
vehicle battery’s negative (-) ter- 
minal. 


(illustration) 


2. To make mounting more conve- 
nient, temporarily disconnect the 
amplifier’s connections (ground, 
primary power, remote power, 
your autosound system’s input, 
and speakers). 

3. Using the mounting holes on the 
amplifier as a guide, mark the 
positions for the mounting holes. 


(illustration) 
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4. Drill ®/64-inch holes in the marked 
locations, being careful not to 
damage anything behind the 
mounting surface. 

5. Attach the amplifier to the mount- 
ing surface using the supplied 
sheet metal screws and washers. 


(illustration) 


6. Reconnect the wiring. 

7. Reconnect the cable to the vehi- 
cle battery’s negative (-) terminal. 


(illustration) 
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OPERATION 


TURNING ON THE AMPLIFIER 

The amplifier automatically turns on a few seconds after you turn your vehicle’s ig- 
nition switch to ACC or ON and turn on your autosound system (depending on how 
you installed the amplifier). The POWER indicator on top of the amplifier lights when 
the amplifier is operating. 


(add new illustration) 


Important: Your amplifier requires 70 amps of power or more from your vehicle’s 
battery during operation. To protect your battery from discharging, do not operate 
the amplifier unless your vehicle is running. 


ADJUSTING THE AUDIO LEVEL 

For the best performance, you must adjust CH1/CH2 LEVEL (MIN/MAX) for both of the 
amplifier’s channels to adjust the level of the audio signals that enter the amplifier. 

CH1/CH2 LEVEL (MIN/MAX) adjusts the audio level input for CHI and CH2, and CH3/ 
CH4 LEVEL (MIN/MAX) adjusts the audio level input for CH3 and CH4. 

1. Turn CH1/CH2 LEVEL (MIN/MAX) and CH3/CH4 LEVEL (MIN/MAX) fully counter- 
clockwise to MIN. 


(illustration) 


2. Turn up the autosound system’s volume control to about one-third of its full 
range. 

Caution: Never turn up the autosound system’s volume control more than 
needed to adjust the audio level, or to more than two-thirds of its maximum vol- 
ume. 
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3. Adjust CH1/CH2 LEVEL (MIN/MAX) 
and CH3/CH4 LEVEL (MIN/MAX) to 

a comfortable listening level. 

4. Turn up the autosound system’s 
volume control until the sound 
begins to distort. Then immedi- 
ately turn the volume down to a 
point just below where the distor- 
tion began. 

5. Adjust CH1/CH2 LEVEL (MIN/MAX) 
and CH3/CH4 LEVEL (MIN/MAX) 

until the sound is at the maximum 
level you want the amplifier to pro- 
duce. 

6. Adjust the autosound system’s 
volume control to a comfortable 
listening level. 


ADJUSTING 

FREQUENCY 

CROSSOVER 

If you installed one or more subwoof- 
ers and therefore set X-OVER FREQ 
OFF/ON to ON, adjust X-OVER FREQ 45 
Hz/400 Hz for your particular vehicle’s 
acoustics. The amplifier passes all fre- 
quencies at or below that setting. 


(illustration) 


Note: X-OVER FREQ 45 Hz/400 Hz se- 
lects the limit at which the amplifier will 
pass frequencies. You should not use 
it to adjust the sound you hear through 
your main speakers (if installed). 
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TROUBLESHOOTING 


SYMPTOM 

POSSIBLE CAUSE 

SUGGESTION 

No power - the ampli- 
fier's POWER indicator 
does not light after the 
vehicle’s autosound sys- 
tem is turned on. 

• Power problem. 

• Check the amplifier's 
and autosound sys- 
tem’s fuses and 
replace them if nec- 
essary (see “Replac- 
ing a Fuse” on 
Page 33). 


• Vehicle's ignition not 
turned on or set to 
ACC. 

• Start the vehicle or 
set it to ACC. 


• Amplifier not con- 
nected to auto- 
sound system/ 
vehicle correctly. 

• Check all connec- 
tions. 

No sound. 

• Autosound system 
not turned on or vol- 
ume set to minimum. 

• Turn the autosound 
system on or adjust 
its volume. 


• Amplifier's LEVEL 
(MIN/MAX) controls 
set to minimum. 

• Adjust LEVEL (MIN/ 
MAX) controls. 


• Amplifier not con- 
nected to auto- 
sound system/ 
vehicle correctly. 

• Check all connec- 
tions. 


• The amplifier might 
have turned itself off 
it if got too hot. 

• Turn your autosound 
system off and let 
the amplifier cool. 
Make sure the 
amplifier is properly 
ventilated. 
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SYMPTOM 

POSSIBLE CAUSE 

SUGGESTION 

No sound (continued) 

• Power problems. 

• Checkthe amplifier's 
and autosound sys- 
tem’s fuses and 
replace them if nec- 
essary (see “Replac- 
ing a Fuse” on 
Page 33). 
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CARE AND MAINTENANCE 




Your Optimus 125 x 4 High Power 4-Channel Trunk Mount Amplifier is an example 
of superior design and craftsmanship. The following suggestions will help you care 
for your amplifier so you can enjoy it for years. 



Keep the amplifier dry. If it gets wet, wipe it dry immediately. Liquids 
might contain minerals that can corrode the electronic circuits. 



Handle the amplifier gently and carefully. Dropping it can damage cir- 
cuit boards and cases and can cause the amplifier to work improper- 
ly- 



Keep the amplifier away from dust and dirt, which can cause prema- 
ture wear of parts. 



Wipe the amplifier with a damp cloth occasionally to keep it looking 
new. Do not use harsh chemicals, cleaning solvents, or strong deter- 
gents to clean the amplifier. 


Modifying or tampering with the amplifier’s internal parts can cause a malfunction 
and might invalidate your amplifier’s warranty and void your FCC authorization to 
operate it. If your amplifier is not performing as it should, take it to your local Ra- 
dioShack store for assistance. 



THE FCC WANTS YOU TO KNOW 

Your amplifier might cause TV or radio interference even when it is operating prop- 
erly. To determine whether your amplifier is causing the interference, turn off your 
amplifier. If the interference goes away, your amplifier is causing it. Try to eliminate 
the interference by: 

• Moving your amplifier away from the receiver 

• Contacting your local RadioShack store for help 
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REPLACING A FUSE 

If the amplifier does not operate, you 
might need to replace the red power 
cable’s 70-amp AGU-type fuse and 
one or both of the 35-amp blade-type 
fuses on the amplifier’s back panel. 
Check all three fuses. 

Cautions: 

• Do not use a fuse with ratings 
other than those specified here. 
Doing so might damage your 
amplifier. 

• After replacing a fuse, let the 
amplifier cool down before you 
turn it on again. 

Note: You can order replacement fus- 
es at your local RadioShack store. 

Replacing the AGU-Type 
Fuse 

1 . Disconnect the cable from the 
vehicle battery’s negative (-) ter- 
minal. 


2. Push together and twist the fuse 
holder’s parts on the red power 
cable until they spring apart. Then 
remove the fuse if it is blown. 


(illus - show fuse holder) 


3. If the fuse is blown, replace it. Use 
only an AGU-type fuse with the 
proper rating. The fuse must be 
70 amps. 

4. Reassemble the fuse holder by 
inserting the fuse into the longer 
of the fuse holder’s ends, and 
pushing together and twisting the 
two parts until they latch together. 

5. Reconnect the cable to the vehi- 
cle battery’s negative (-) terminal. 


(illustration) 


(illustration) 




Replacing a Blade-Type Fuse 

1. Disconnect the cable from the 
vehicle battery’s negative (-) ter- 
minal. 


(illustration) 


3. If the fuse is blown, replace it, Use 
only a blade-type fuse with the 
proper rating. The fuse must be 
35 amps. 

4. Grasp the new fuse’s plastic end 
and push it in. 

5. Reconnect the cable to the vehi- 
cle battery’s negative (-) terminal. 


(illustration) 


2. Grasp the fuse’s plastic end and 
pull it out. 


(illustration) 
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Limited One- Year Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship under 
normai use for one (1 ) year from the date of purchase from RadioShack company-owned stores and autho- 
rized RadioShack franchisees and deaiers. in the event of a product defect during the warranty period, take the 
product and the RadioShack saies receipt as proof of purchase date to any RadioShack store. RadioShack 
wiii, at its option, uniess otherwise provided by iaw: (a) correct the defect by product repair without charge for 
parts and iabor; (b) repiace the product with one of the same or simiiar design; or (c) refund the purchase price. 
Aii repiaced parts and products, and products on which a refund is made, become the property of RadioShack. 
New or reconditioned parts and products may be used in the performance of warranty service. Repaired or re- 
piaced parts and products are warranted for the remainder of the originai warranty period. You wiii be charged 
for repair or repiacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or faiiure caused by or attributabie to acts of God, abuse, accident, 
misuse, improper or abnormai usage, faiiure to foiiow instructions, improper instaiiation or maintenance, aiter- 
ation, iightning or other incidence of excess voitage or current; (b) any repairs other than those provided by a 
RadioShack Authorized Service Faciiity; (c) consumabies such as fuses or batteries; (d) cosmetic damage; (e) 
transportation, shipping or insurance costs; or (f) costs of product removai, instaiiation, set-up service adjust- 
ment or reinstaiiation. 

EXCEPT AS PROViDED HEREiN, RadioShack MAKES NO EXPRESS WARRANTiES AND ANY iMPLiED 
WARRANTiES, iNCLUDiNG THOSE OF MERCHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PUR- 
POSE, ARE LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES CON- 
TAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO LiABiLiTY OR 
RESPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RESPECT TO ANY LiA- 
BiLiTY, LOSS OR DAMAGE CAUSED DiRECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE 
PRODUCT OR ARiSiNG OUT OF ANY BREACH OF THiS WARRANTY, iNCLUDiNG, BUT NOT LiMiTED 
TO, ANY DAMAGES RESULTiNG FROM iNCONVENiENCE, LOSS OF TiME, DATA, PROPERTY, REVE- 
NUE, OR PROFiT OR ANY iNDiRECT, SPECiAL, iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF 
RadioShack HAS BEEN ADViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow the iimitations on how iong an impiied warranty lasts or the exclusion of incidental or 
consequential damages, so the above limitations or exclusions may not apply to you. This warranty gives you 
specific legai rights, and you may aiso have other rights which vary from state to state. 

RadioShack Customer Relations, Dept. W, 100 Throckmorton St., Suite 600, Fort Worth, TX 76102 
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